
CITOBORMA 111 ELECTRIC PUNCH

Punch th ick s tacks  of

paper eas i ly  using

the Nagel  e lectr ic punch

Stack of paper
up to 5 cm thick

No effort 
required to punch

Any special 
hole pattern possible

Fast function

Simple and safe 
to operate

Hole patterns
pre-set for all
common filing
systems



CITOBORMA 111 ELECTRIC PUNCH

The Citoborma 111 easily and safely 
punches stacks of paper up to 5 cm thick.
With no effort, efficiently and quickly.

The hole patterns for common filing
systems are supplied pre-set as standard.
Any special hole patterns can be provided
at any time.

Technical data
Pre-set filing systems A4 and A5 perforations (2 holes each, 80 mm apart)

A4 ring binder (4 holes, 80/80/80 mm apart)
A5 ring binder (4 holes, 45/65/45 mm apart)
Filofax time planner (6 holes, 19/19/50/19/19 mm apart)
US perforation (3 holes, 108/108 mm apart)

Special hole patterns any (option)

Max. stack thickness 5 cm

Paper formats max. 350 x 250 mm

Stops infinitely adjustable and self-centering

Distance from edge max. 28 mm

Paper drill 2 - 9 mm diameter

Power supply 230 V 50 Hz 100 W
115 V 60 Hz 100 W

Weight 26 kg

Dimensions in cm (H x W x D) 48 x 47 x 47

Optional equipment program strip for special hole patterns

ERNST NAGEL GMBH
Breitwiesenstrasse 21
70565 Stuttgart, Germany

Telephone (exports) +49 7 11 7 80 78-21
Telephone (domestic) +49 7 11 7 80 78-11
Fax +49 7 11 7 80 78-10

Two holes

Any pattern of holes can be punched without effort.

We reserve the right to make technical modifications. Status as at June 1998.

Four holes Labels ... and any special
hole patterns

Filofax time planner

Punch a stack 5 cm
thick without
effort using special
Nagel paper drills.

The Nagel electric punch can be used
anywhere where a manual perforator is
inadequate  in banks, local authority 
offices, printers, trade and industry, legal
and accountancy practices and much
more.


